JEE-0

JEE-O original shower push specifications
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joint with male thread
. % 15mm/0.6”
bush button \ max. 40mm/0.16 solder copper
hot — approx. 15-20 80mm/0.32” T )
cold = sec. waterflow minimal for the purpose of mounting screws
mi)(er (not included)
Article code: 100-6500 Connection: G 2" (g15mm / 0.6”)
( ’ brushed stainless steel nylon((’“t)/epdr_n('”’ flexhose
with brass swivel
100-6501 Thread: British Standard Pipe (BSP)

Material:
Cartridge:

Cleaning:

Flow
Flow duration:

Note:

at water of 38°C /100,4°F.

. polished stainless steel

Stainless Steel r304
JEE-O ceramic stop valve with on/off spindle,
item code 005-0301

JEE-O protect

121 p/m at 3bar pressure
15-20 seconds

Use of the JEE-O wall bracket (101-6000 / 101-6001) is

recommended with this model.

Dimension package:

Total weight:
Package weight:

L158 x W 18 W 54 x H 16 cm
10.0 kg
2.0 kg

Placing on a water-tight floor

2 year warranty

HS code: 84818011900

Approvals:

SLS BS EN 817, SS 375,
AS/NZS 4020, BS EN

o

JEE-O original shower push specifications | January 2019 © JEE-O

Models are subject to change and specs may contain typographical errors.



