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Slight variations in the aesthetic appearance of the product, including the color, may occur after exposure to external influences such as sunlight, pollution or harmful chemicals

JEE-O slimline mirror 45 with backlight and clear view system

Article code: 		  801-0227
			           
Material: 		  Copper-free and lead-free mirror glass 
			   and aluminium frame.
Cleaning instructions:	 soft cloth, non abresive glass cleaner
Backlight: 		  On/Off, Dimmer touch switch on mirror
Night light:		  Warm white 3000k
Switch:			   1 touch
Power supply:		  LED driver input AC170 ~ 265V, 
			   output DC 12V 24W 
IP rating:			  20
Clear view / mist-free:	 Temp. Rise 10 to 25 degree C. Auto-stop after 
			   1 hour. 300x400 clear area size. 
			   Input AC220V 50/60Hz

Dimension package: 	 L85 x W52 x H10 cm
Total weight: 		  8,0 kg
Package weight: 		  1,8 kg

1 year warranty – The general conditions can be 
found on our website: www.jee-o.com/downloads

HS code:			  70099100

Approvals		  UL certified

Material:

5mm copper-lead free mirror
with Anti-explosion protect �lm

Alluminum frame with silicon light cover

Power:

SMD3528 120PCS/M, 3000K  DC12V  26W

CE approved LED driver, input AC170~265V
output DC12V 36W

With anti-fog �lm,AC220V 50/60Hz  300X400MM

Function: Touch switch for lighting on/o�, dimmer
one hour no operation,cut the anti-fog function

LED SMD3528 :

Voltage: DC12V    Power: 12W/M±10%     Luminous Flux: 1350 ±10% lm/m

E�ciency: >105lm/w   Beam Angle: 120°   Optimum length: 3m

IP Rate: IP20     Working Temp: -20°C~40°C

Pass  CE   UL certi�cate: E489383

Antifog �lm:

Size: 300X400MM     Input Voltage: AC220V  50/60HZ

Power consumption:  <2.5W/dm2

Temperature rise: 10~25°c, higher 15°c after 15 minutes function,
after 1 hours working, cut the power automaticly


